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AFSI's FS304 connector is fully compliant to SMPTE 304M for HDTV broadcast camera applications. The connector incorporates a push-pull latching system to enable quick disconnect and a rugged stainless steel shell to eliminate plating chipping issues. The RoHS compliant FS304 connector is both intermatable and interchangeable with existing SMPTE 304M compliant connectors. 

AFSI offers its hermaphroditic MinTAC dual-channel fiber optic connector for audio, lighting and broadcast applications.  The MinTAC is a compact, lightweight and cost-effective connector ideal for indoor audio and lighting consoles and systems, yet rugged enough to handle outdoor environments.

AFSI's Optron series of hybrid fiber-optic/electrical connectors are ideal for harsh environment oil & gas or mining applications. The versatile Optron series is offered in aluminum, brass or stainless steel and can be configured with straight, 45° or 90° backshells.  In addition, the connector insert can support electrical contacts from 10 to 16 AWG and both single mode and multimode fiber optic termini with up to a 31 channel count.
The TFOCA-II® Severe Duty was jointly developed with a leading drilling equipment supplier to meet the harsh environment associated with land drilling rigs. The product builds upon the proven TFOCA-II® family by incorporating industry accepted best practices for terminating armored optical cable. This architecture increases the survivability of the cable and enables rapid setup and tear down of drilling rigs thereby improving the availability of the asset. 

